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Happy Holidays!
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The December 
Meeting will be held 
on 13 Dec. at Schlafly 
Tap Room, located at 
2100 Locust Street
St Louis, MO  63103

Many Thanks to Glenn Owens, Robert Rushing and Simon Dix 
for providing excellent articles for this issue!
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Minutes for the November 8th Meeting at J.J.'s

The meeting was called to order at 
7:03 by Andy Ackerman. Andy recognized 
two new attendees Jack Williams and 
Char Mason. The treasurer’s report, given 
by Bob Bentzinger stated that our current 
accounts have $11,968.51. Steve Cross 
indicated that the profits from the All 
British Car Show totaled $2688.24. It was 
noted that a few members have yet to 
renew their membership. Steps are being 
taken to correct this. 

The requests that items for the 
newsletter be submitted in a timely 
manner to John Perkins was made. 
Request were made that if you can submit 
that you do so even if the article be 
smaller work being done on your car.

The register heads were not 
confirmed at the last meeting. The club 
discussed the role of the register heads 
and then voted to re-elect those listed. 

Paul Summers lead the discussion 
about the Holiday Party. We are planning 
on January 8 2022. The club decided on 
the appropriate fee to charge 
nonmembers who care to join us. 
Members may bring one guest at the 
discounted club rate. 

The Boy Scouts, who provided food 
for the car show, reported that they made 
enough money to support and active 
program in the future. They did a great 
job.

Club Secretary, 
Bob Horzmann

Roger Douglas gave an update on 
planned activities. Requests were made for 
materials and photos to be submitted to the 
newsletter.  The plans for the picnic on 
November 13 were discussed. 

Rich Berger has scheduled a 
breakfast meeting at the Sunny Street for 
November 19th. Hopefully photos are 
included in the Newsletter.

Projects included Bob Bentzinger 
beginning, much need bodywork on his 
MGB-GT. Those of us who know the car 
know that what it lacks in body it makes up 
with mechanical reliability. Jack Williams 
indicated that he has a 1974 MGB for sale. 
Bob Horzmann highlighted a rear shock 
conversion for MGBs. 

Five people won door prizes ranging 
from gas cards to oil changes.

The following people attended the 
meeting:  Roger Douglas, Bruce Hamper, 
Gerry Goecker, Pete and Carolyn Westbay,  
Glen Owens, Andy Ackerman, Walt 
Murphy, Stanley Wagner, Lee Fox, Simon 
Dix, Ranney Dohogne, Paul Summers, Rich 
Berger, Chris Kresser, Marty Hanley, Rich 
Rhyner, Bob Bentziinger, Byron and 
Carolyn Golfin, Jim Byrne Jim Myles, Jack 
Williams, Char Mason and Bob Horzmann.

perkins
Cross-Out
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Up Coming Activities
by Roger Douglas

For�a�complete�list�of�Club�Activities, visit�our�website: StLouisMGClub.com

Hi folks, 

We finished out the driving season 
with a picnic on the 13th of November, 
what was dubbed as The Polar Picnic on 
Face Book, because it was freaking cold. 
From the comments that were posted it 
sounds as though everybody had a good 
time. Now that we are headed into the 
Holiday Season, here are a couple of 
events that are coming up:

We will not be doing a Holiday light 
drive this year.

7th December '21: Activities Committee 
meeting: We will meet via a WebEx 
meeting 6:30 pm. Invitation will be 
coming later.

13th December '21: Regular MG Club 
meeting. Schlafly Tap Room, 2100 Locust 
Street, St. Louis MO  63103

16th December '21: RUBCO: We will meet 
at Uncle Bills Pancake House, 3427 South 
Kingshighway Blvd, 63139 St. Louis Mo. 
This is our yearly Can Food Drive for 
those less fortunate. A FREE Breakfast 
for the person that brings the most cans 
of food. This is for a good cause, so plan 
on bringing some cans of food to the 
breakfast. Let’s see if we can break a 
record this year.

8th January '22: 
St. Louis MG Club Holiday Party Details 
Below

I am looking for some members that 
would like to write articles for the 
newsletter. Please let me know if you are 
interested.

Hope to see you on the road, 
Roger
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Chairman’s�Report

Fall is behind us and we are now 
were entering the season of cold weather.  
I have already heard the moans and 
groans  that it is just too cold for a drive 
especially after the drive to Babler State 
Park, but it actually wasn’t that bad 
outside and kinda fun to be roughing it.  
We had a small fire going and people 
crowding around reminded me of when we 
stood around fires at the ice rink to keep 
warm.  After all, the heater in your MG 
should work and while we are actually 
driving it sometimes gets too warm!   The 
best thing for your MG in Missouri is to 
continue to drive.  Unless there is salt on 
the road, it is better to keep the car 
running and driving often throughout the 
winter.   I realize that we live in a 
somewhat temperate state but it always 
dismays me to see people put their MGs in 
“hibernation for the season”.  

Andy Ackerman
December '21

 So, the trickle chargers are plugged 
in, the car is jacked up, and a cover is 
placed safely over the car never to be seen 
again for months!  We are still having 
meeting and events that your car can be 
driven to, so please get out and warm that 
engine up, put it in gear and hit the road.  
Even a short drive is fun and beneficial for 
you and your car.

Our next meeting will be held at 
Schlafly Tap Room on Locust Street in 
downtown St. Louis.  Once the new soccer 
stadium is built, I am hoping we can 
continue utilizing this restaurant.  My 
efforts to get back to Llywelyn's Pub in 
Webster have been stymied since they want 
us to use their banquet menu and a 
minimum of $300.   We are trying to 
arrange a special meeting at a private car 
museum which will be different but it will 
have to occur on a Saturday and in 
daylight.  Give me some feedback on this 
concept if this sounds like a good idea.  

If you are starting a winter project, it 
would be great if you documented your 
progress in both print and pictures.  Both 
our newsletter editor and Robert Rushing of 
The MG Driver could use your stories.  You 
may even get national recognition and help 
other MG'ers with your approach to 
improvements and solving problems.

Safety Fast! And Motor on!
Andy
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The radiator from Wizard Cooling 
is pretty slick and very lightweight.  I 
drained the cooling system on the 
Magnette to be able to remove the 
original radiator and test fit the new one.  
MG thoughtfully provided a drain 
petcock that has a spout the exact size 
for a piece of 5/16" fuel line so I could 
drain it without splashing coolant all 
over the car or driveway.  Here's a 
picture of the petcock - I've left the hose 
on it for now.

The new radiator slid in place.  It 
was tight but not in a binding manner.  I 
have covered the fins with cardboard in 
order to protect them from being bent 
until I'm ready for a permanent 
installation.

The bung next to the upper 
radiator hose is a 3/8" NPT bung that I 
intend to use for an electric fan control 
sensor.  My rationale for putting it there 
is that coolant flows from the top of the 
radiator to the bottom, so the sensor will 
measure the temperature of coolant as it 
leaves the engine.  I may change that 
latter, but there is plenty of room on the 
bottom tank for an additional bung if I 
need it to measure coolant temp after the 
radiator has cooled it.

On the picture of the front of the 
radiator, you can see the four tabs that 
will mount the A/C condenser.  At this 
time, I still don't have the condenser, but 
I've found one that appears to be 14" by 
15" that will fit. I'm also going replace 
the drain petcock with one from a Ford 
F-1 Pickup which has a spout like the
original MG petcock.  As soon as I get the
condenser mounted I will install the
radiator in the car.

Here are a couple of pictures of the 
radiator test fitted to the car.

I'm still working on the MG EV 
article.  I had a great interview with 
Michael Richardson, the founder and CEO 
of Retro-EV, last week.  But, I am still 
waiting for some information from RBW.  
I hope to get it completed before the next 
issue of the Newsletter.  It's a lot more 
involved research than I anticipated, but 
it's fun to get into some detail on a 
fascinating topic.

Safety, Faster!



T H E  S T .  L O U I S  M G  M E T R O  G A Z E T T E

November Meeting 
JJ ‘S BAR AND GRILL IN ST CHARLES

Minutes for the November 8th 2021 Meeting 
The meeting was called to order at 7:03 by Andy 
Ackerman. Andy recognized two new attendees 
Jack Williams and Char Mason. The treasurer’s re-
port, given by Bob Bentzinger stated that our cur-
rent accounts have $11,968.51. Steve Cross indicat-
ed that the profits from the All British Car Show to-
taled $2688.24. It was noted that a few members 
have yet to renew their membership. Steps are be-
ing taken to correct this.  

The requests that items for the newsletter be sub-
mitted in a timely manner to John Perkins was 
made. Request were made that if you can submit 
that you do so even if the article be smaller work 
being done on your car. 

The register heads were not confirmed at the last 
meeting. The club discussed the role of the register 
heads and then voted to reelect those listed.  

Note: You can find the names and contact info 
for officers and support staff on the last page of 
the club’s newsletter. 

Photo by 

Andy Ackerman 

Minutes continued  —> 
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November Club meeting 

Paul Summers lead the discussion about the 
Holiday Party. We are planning on January 8 
2022. The club decided on the appropriate fee 
to charge nonmembers who care to join us. 
Members may bring one guest at the discounted 
club rate.  

The Boy Scouts, who provided food for the car 
show, reported that they made enough money 
to support and active program in the future. 
They did a great job. 

Roger Douglas gave an update on planned activi-
ties. Requests were made for materials and pho-
tos to be submitted to the newsletter.  The pans 
for the picnic on November 13 were discussed.  

Rich Berger has scheduled a breakfast meeting 
at the Sunny Street for November 19th. 
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RUBCO
Retired Unemployed 
British Car Owners 

November 19, 2021 at the 

SUNNY STREET CAFE 

Breakfast with 
friends...what 
a way to start 
the day! 

Over 20 were 
in attendance 
this morning 
and cars from 
all over the 
planet were 
here. 

The temperature was below freezing 
when I left for the gathering, but by 
the time breakfast was over, the temp 
was into the 40s and if the bonnet is 
open, people will gather. 

Page 8
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RUBCO

The photos don’t tell it all, but they 
do show that RUBCO is not always 
about cars. We had British cars and 
not all of them were MGs. It’s all 
about the people. Special thanks to 
Rich Berger for planning these 
gatherings. If you can, plan to join 
us on December 16th at Uncle Bills, 
3427 S Kingshighway. Bring canned 
goods for the food pantry. The per-
son who brings the most canned 
goods will receive a free breakfast. 
Hope to see you there. 

  Reporting and photos by Glenn Owens. Life is good. 

Page 9
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Anemometer Syncing Tool
Safety Fast! – the magazine of 

the MG Car Club UK – had an article 
last year concerning using a cheap 
anemometer to tune SU 
carburetors. After reading the 
article, I decided to give it a try 
myself because I’ve always 
struggled with Uni-Sync tools since 
you have to dial-in the opening and 
then try to judge if the ball floating 
in the tube is roughly the same on 
both carbs as you switch them back 
and forth. There is an alternative, 
the Carburetor Air Meter that many 
major suppliers sell, but it is

fairly expensive, plus the gauge on 
the side of the tool is still a little 
tough to tell if they are pulling the 
exact same amount as you switch 
from carb to carb.

Enter the cheap anemometer 
(about $15 on eBay). It may be 
described as a windmill or a 
propeller anemometer since the 
device has a fan located within the 
unit that turns as air is drawn 
through it. The speed of the fan is 
measured by a rev counter and 
converted to a windspeed by an 
electronic chip and displayed on the 
read out. In cases where the 
direction of the air motion is always
the same, as in ventilating shafts of 

Tool Review By Robert Rushing
 mines and buildings (or SU carbs), a 
simple anemometer can be used and 
will give satisfactory results.

Using an anemometer can be as 
simple or as complex as you’d like to 
make it. There are calculations you 
can make to determine air velocity 
and mass flow rates that can make 
your measurements extremely 
accurate. You can determine exactly 
how much air should be pulled 
through a carburetor at different 
engine speeds, then make sure that 
the carbs are set to meet those 
calculations.

There are several reasons that 
I did not do the math behind these 
formulas to get extremely accurate 
settings, mainly due to being 
extremely lazy. Instead, I made a 
funnel for the device and then let it 
tell me the number it came up with. 
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My goal being to try to make sure 
that each side had the exact same 
number.

To make the funnel, I took an 
old vitamin bottle and cut the end 
off of it. I then taped that end to the 
anemometer over the fan to create a 
venturi. I then took some 1/4-inch 
tubing and put it around the edge of 
the funnel to prevent air leaks when 
I placed it over the carb throat.

To check the air flow and 
balance the carbs, I removed the air 
filters, loosened the linkages so that 
each SU could be adjusted 
separately. I then checked how the 
engine reacted as I pushed up on the 
lift pins (ideally the idle will go up 
about 50 rpm then drop after a 
second or so). I adjusted the jets on 
the carbs until both units were 
acting roughly the same during the 
lift pin test. I then turned on the 
anemometer and held them up to 
the carb throats to get the initial 

Tool Review - Part 2
readings. One came up as 26 and 
the other as 20. I decided that I 
would try to split the difference and 
shoot for a reading of 23. After 
adjusting the jets/idle screws I was 
able to get both to read 23. After 
that, I tightened up the linkage and 
took it for a test drive.

I have to say that I was 
impressed. The idle was very 
smooth and it seemed to be a bit 
more responsive. I doubt I got more 
horsepower or anything like that, 
but I do like the way it is running. 
I’m sure if I could determine 
exactly how much airflow should be 
coming through HS4s into an 
engine that is bored .30 over, I 
could probably maximize efficiency 
and/or improve gas mileage 
(Should I have made them both 26? 
Or maybe both 20? Beats me! 
Maybe they needed to 30 or 15?). 

Anyway, the whole point is 
that it was very easy to use this tool 
and I feel more confident that I 
have them set more correctly than I 
have ever been able to set them 
before myself. Not bad for about 
$15.

(Ed.: All images and photos for 
this article are by Robert Rushing.)
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If you already know how to do this, 
skip past this article. Whilst this may seem 
obvious to the more experienced MGB 
Home Maintenance Mechanics if you have 
never done this and the headlight has 
broken, well, it is probably not that 
obvious. It certainly wasn’t to me first 
time around.

Unlike modern cars the MGB 
headlamp is a sealed beam unit, unless it’s 
been changed/upgraded by someone. That 
means there is no bulb to change, the 
entire lens/glass has to be replaced. You 
will also quickly find, unlike a modern car, 
you don’t get access from the rear of the 
unit. Some wires and a connector are fed 
through to attach to the rear of the lamp.

So, for starters then, how do you get 
the chrome trim ring that surrounds the 
headlight off? The trim ring is held in 
place by a tension clip on the lower edge. A 
useful tool to remove this is actually a 
paint can opener. Yes really. You press 
downwards on the top of the trim ring and 
get the paint can opener inserted behind 
the trim ring and in front of the glass. 
Move this around carefully making your 
way to the bottom edge. Once you get the 
paint can opener as close to the bottom (6 
o’clock position) as possible. Pull firmly 
towards you and continue to press down 
on top and the trim ring should come free. 
Now, it may just come flying off towards 
you, or it may come off a quarter inch and 
then you can work the ring off carefully by 
pulling and prying around the ring.

Now you have access to start to remove 
the headlamp itself. There is a retainer 
ring as well as some other fittings for 
adjusting the headlamp position. If you 
look carefully, you will see 3 screws 
holding the lamp retainer in place
distributed around the lamp. On my 77B, 
which is fairly original, the 3 screws for

the lamp retaining are Philips/cross head 
screws and the position adjuster screws 
were slotted. Remove the lowest screw first 
as it is the fiddliest and then remove the 
other 2. You will want to hold the lamp in 
place as the final screw is removed and 
maybe have a rag or towel handy to rest 
the bulb on to protect your paint. Remove 
the ring and rest the lamp on your rag.

Now you can remove the electrical 
connector. This is a simple push fit and has 
3 connectors controlling low beam, high 
beam and flash. You can find replacement 
lamps at a local parts store and they are 
likely to be number 6024. What I had 
obtained a long time back was a pair from 
Victoria British that have a number 6014 
and that matched the broken one. There 
are of course plenty of options, I’m not 
going into that here just dealing with the 
replace aspect, not what the options might 
be.

As Haynes would tell you, reinstall 
is the reverse of removal. I am not that 
unhelpful!

Maintenance Basics – Changing MGB Headlamp  By Simon Dix

 Trim Ring Clip Paint Can Opener

Lamp Retainer Removal Disconnect Wiring

Connecting the new headlight
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Reconnect the new lamp and let it 
sit on the rag or towel. Go and test the 
lamp by putting on the headlights, check 
all 3 positions work as expected, low, high 
and flash. If good proceed to fit the lamp 
and the retaining ring paying attention to 
a couple of things.

Firstly, the lamp has a top and a 
bottom. The electrical connection probably 
means you have it the right way up but 
check the writing on the glass to be sure. 
Also note there are some locator tabs on 
the glass. Rotate the retaining ring so that 
all 3 screw holes line up. The retainer ring 
requires orientation correctly, so don’t 
just align 1 position and think you have it 
right. Put in the upper 2 screws first to 
hold things in place and deal with the 
lower one last. Once all are started tighten 
each one fully.

Now all that should be left is to put 
the trim ring back. But, before you do, go 
and test all the light positions again to 
make sure it is still all working. If anything 
is wrong, you won’t have to do battle with 
the trim ring twice in one day! Assuming 
they are working put the trim ring back on 
starting at the top (12 o’clock) and get it 
positioned snugly all the way on. Check the 
bottom edge has gone over the clip and if 
yes push/pop the ring all the way back and 
it should hold itself in place. This is why 
you want to get the top part positioned 
first and finish at the bottom of the ring. 
Then test again the 3 headlamp positions 
all work, and, with luck they do so you can 
stand back and admire your work and feel 
accomplished!

Maintenance Basics – Changing MGB Headlamp - Part 2

 Aligning Locator Tabs Aligning the Retainer Ring

Admiring the End Result

(Ed.: All photos for 
this article are by 
Simon Dix.)
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Recently, the starter motor on my 
77 MGB suddenly failed. I was out on a 
drive and had experienced no issues 
until I was ready to start the car to exit 
the Golden Eagle ferry in St. Charles. 
Now, it’s never a good time for the 
starter to die but this was indeed a more 
dramatic and immediate issue than some 
possibilities. Fortunately, the ferry folks 
were kind enough to give me a push and 
the car easily bump started and I was 
able to make it home.

I had a replacement starter at 
home which I was able to install, but it 
failed also very quickly. I didn’t take 
pictures that time around, but, I had my 
original starter rebuilt at Eljay Products 
at 7711 Page Ave in St. Louis (where 
John Mangles sent his business before 
retirement).

Upon getting it back, I decided I’d 
stop and take pictures of the process so 
that we’d have another technical article 
for the newsletter.

I like to learn maintenance things 
and with us having some new members, I 
hope this sort of “fix it yourself” article 
will help people take on basic 
maintenance and repairs. I know from 
experience that when you know nothing 
about cars, how helpful club members 
can be. Almost everything I have been 
able to learn has come from local MG 
Club friends/members and also, national 
clubs and websites. I’m very thankful for 
this, and since I am writing this on 
Thanksgiving Day, this is a good time to 
reflect on that kindness and willingness 
to share knowledge.

The first step in the process is a 
safety thing. Make sure to remove the 
negative cable at the battery and isolate 
it. This will ensure that there are no 
electrical disasters because of the cable 
that goes straight from the battery 
positive terminal to the starter motor. It 
would be all too easy to be working on the 
positive cables at the starter motor and 
cause a short with a spanner or ratchet 
while working on the cables. (Ed. Note:  I 
always remove both cables for added safety - I 
have seen a wrench fall across the negative post 
of the battery and reconnect the ground!  The 
result wasn't pretty.)

The next step I would suggest is to 
plan to remove the front wheel to give you 
more room to work on the starter motor. 
As with many jobs it seems that taking 
things off to make room to work is often 
required. Loosen the lug nuts on the wheel 
before you jack the car up – I’ve made this 
omission a few times and it is hard to 
remove them when the wheel can freely 
spin, unless you have an impact wrench. 
Also, and not unique to this process, make 
sure that you position the floor jack 
carefully on the front cross member. Make 
sure that one of the lips of the shoe is 
tucked behind the rear edge of the cross 
member. This will help ensure that the car 
cannot slip off the jack while you put in the 
jack stands.

MGB Starter Motor Replacement  By Simon Dix

Disconnecting the Battery Cables

Loosen Wheel Nuts Positioning the floor jack

(Ed.: All photos for 
this article are by 
Simon Dix.)

perkins
Cross-Out
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Next up I removed the cables from 
the starter motor. There are 2 smaller 
cables with slip on connectors on the 
solenoid of the starter. On my car, which 
has a starter relay, a larger connector for 
a white with brown wire but also a 
second smaller connector for the white 
with green wire. If you don’t have a color 
wiring diagram for your car, take 
advantage of the resource available from 
Advance Auto Wire using a direct link: 
http://advanceautowire.com/mgb.pdf. In 
addition, there is a half inch nut holding 
on the much thicker and solid brown 
connections and the direct cable from the 
battery. The post on which these are 
placed may be soft brass like material – 
so be careful to remove the nut squarely. 
Once all the wires are disconnected you 
may want to move them out of the way. 
There is not much room to get the starter 
out.

With the wires removed, I suggest 
to return to the engine bay and remove 
the top bolt. This is a 9/16" socket or 
wrench and the bolt is a coarse thread. 
Don’t get the bolts mixed up. They are 

both 9/16", but the bottom one is a fine 
thread.

The bottom bolt is somewhat hard to 
get to but if you use a long extension, it will 
give you room to get onto the bolt squarely 
and have some room to work the ratchet to 
get the bolt out. With luck once started you 
may be able to use your hand to get the bolt 
out with the extension which is less tedious 
than the rachet.

MGB Starter Motor Replacement - Part 2

Loosening the top bolt

Bottom Bolt Location Long Extension w/socket

Remove Wires from Starter

perkins
Cross-Out
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Use one hand to hold the starter 
motor in place as you fully remove the 
lower bolt. The starter may come down 
right away or may need a little “jiggle” to 
get started. Now you can try and 
maneuver the starter motor around to 
get it out. I don’t remember exactly how I 
got it out – there were some attempts, 
some naughty words and eventually I 
think I pushed the rear end upwards and 
then brought the starter down nose first 
– there is very little room. It might be
easier if you have a helper to bring it up
from the engine bay – maybe someone
will update this. The starter is very
heavy – plan accordingly!

Once you get the starter out, you 
can check some of the visible ring gear 
on the fly wheel. While you won’t be able 
to see all of it without rotating the engine 
this might be something to check it you 
were having issues of slipping or a dead 
spot potentially. 

You can then reinstall your 
replacement starter motor. I started 
from underneath the car and worked the 
replacement into position. This is going 
to be a bit of a juggle and you will want to 
have the starter in one hand and the 
lower fine thread bolt in the other and 
get that lower bolt started. This may be a 
combination of fingers and/or the long 
extension by hand to get it started. Get it 

snugged up enough to hold the starter in place 
and then you can move to the engine bay and 
get the top coarse thread bolt started and 
tightened. Make sure any bracket that was on 
the top bolt is also in place and tighten this 
fully. Return underneath and fully tighten the 
lower bolt. (Ed. Note:  Fully tightened is 30 lb-ft 
torque on both bolts.)

Now you can reinstall the wires. I 
suggest getting the big brown wires in place 
on the bottom solenoid connection. Be careful 
with putting on the securing nut to ensure no 
damage to the threads. You may need to hold 
these in place to keep them facing down or in 
whatever direction you may need to keep 
access to the 2 spade connections clear for the 
other wire(s). In my case there are 2 but as 
mentioned these were different sizes, so you 
shouldn’t have an issue getting these wires 
onto the right spades on the starter solenoid.

Lastly, as my 77 is very original, I have a 
plastic/rubber cover boot for the starter 
motor. This keeps the elements out and 
covers the wires and 90% of the starter 
motor. This is the last thing to put back in 
place and is also a bit of a fiddly job. This has 
to be squashed between the frame and engine 
block and then carefully brought into position. 
Once this is done you can carefully reinstall 
the negative battery cable and do a test. 
Hopefully all is well, as it was for me, and the 
starter cranks the engine over.

Now you’ll be back in business and if 
the starter needs to be replaced, you’ll know 
how to approach it. It’s really not too bad.

MGB Starter Motor Replacement - Part 3

Starter Removed, Ring Gear Visible

Starter
Protection
Boot

Reconnect the wires
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Classified�Ads�

I want to sell my 1974 roadster project car.  Engine turns freely and wants to start.  Complete 
new floor pans, new driver’s side sills.  The seats are under a tarp in the storage yard, the 
frames are good but the upholstery will have to be redone.

1974 MGB Project

$900 OBO
To get more information on 
this project, contact:  
Jack Williams 
314-303-2545
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Web�Site:�www.stlouismgclub.com�
Editor�E-Mail:�editor@stlouismgclub.com�

PARTING�SHOTS�
St. Louis Car Shows and Cruises: http://clubs.hemmings.com/lakerscarclub 

From the 'Gateway Relay'

4 Dec 21 - Caffeine & Chrome Holiday Party. Gateway Classic Cars, 1237 Central Park Dr, 
O’Fallon, Illinois, 9 AM-12 Noon.

7 Dec 21 - Activities Committee meeting: We will meet via a WebEx meeting 6:30 pm. Invitation 
will be coming later.

13 Dec 21 - Regular MG Club meeting. Schlafly Tap Room, 2100 Locust Street, St. Louis MO 
63103

16 Dec 21 - RUBCO: We will meet at Uncle Bills Pancake House, 3427 South Kingshighway 
Blvd, 63139 St. Louis MO. This is our yearly Can Food Drive for those less fortunate. A FREE 
Breakfast for the person that brings the most cans of food. This is for a good cause, so plan on 
bringing some cans of food to the breakfast. Let’s see if we can break a record this year.

Dec 21 - Annual Gateway Healey Association Christmas party, date/details TBA. In the 
meantime monitor http://clubs.hemmings.com/gatewayhealey/events.htm.

8 Jan 22 - St. Louis MG Club Holiday Party, Details on Page 3 of this issue.

8 Jan 22 - Jaguar Association of Greater St Louise Annual Dinner at Deer Creek Club, 9861 
Deer Creek Hill, St Louis.  Monitor www.jagstl.com for details.
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Registrars� Name� Phone� E-Mail

Pre-war� Bob�Horzmann� (636)227-3449 Pre-war@stlouismgclub.com�

T-Series Paul�Summers� 314)717-7287 TSeries@stlouismgclub.com�

MGA/Magne�e� Robert�Guinness� (573)898-5864 mga-magne�e@stlouismgclub.com�

MGB/MGC� Marcus�Tezaff� (770)596-2127 mgb-mgc@stlouismgclub.com�

Spridget� Bruce�Hamper� (314)822–4831 spridget@stlouismgclub.com�

Cars�In�Boxes� Walt�Murphy� (314)645-1665 carsinboxes@stlouismgclub.com�

Other�Marques� Byron�Golfin� (314)469-7146 othermarques@stlouismgclub.com�

FOR�A�FULL�LISTING�OF�UPCOMING�EVENTS,�CLASSIFIED�ADS,�AND�MUCH�MORE,�

BROWSE�OUR�EXCELLENT�WEB�SITE�AT:���h�p://www.stlouismgclub.com/�

Club�Officers�&�Support�Roles�




